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City of Sonoma 

Building Department Informational Handout 
 

Kitchen Remodel Submittal Requirements Handout No: 22  

 Revised: 11/18/2015 

 
REQUIREMENTS FOR PERMIT SUBMITTAL: 

Before approval and issuance of a building permit for a kitchen remodel, the applicant 
must submit three (3) sets of plans (preferred size - 36” x 24”; minimum size - 17” x 11”), 
which are drawn to scale (1/4” per ft. min.) using architectural drafting techniques and 
are fully dimensioned with easily readable notations, text and symbols. The sheets 
should be numbered and readable in landscape orientation. See the Helpful Information 
handout “Drafting Technique and Plan Symbols“ on the City’s web site for more information. 

The plans should include the following information:   

1) Cover Sheet including the following: (a) project address; (b) owner’s name, address, 
phone number; (c) name, address and phone number of the person preparing the plans, 
(d) scope of work statement; (e) sheet index indicating each sheet title and number, (f) 
legend for symbols, abbreviations and notations used in the drawings.  

2) Site Plan for any new exterior additions please specify lot dimensions and clearly indicate 
the distances from the building to property lines.  (Note: if all work will be performed within 
the existing building, no site plan is typically necessary.) 

3) Existing Floor Plan of the home to show where the remodeled kitchen is located and its 
existing layout. Specify the existing use of all rooms and areas. (Note: The existing floor 
plan is needed for reference purposes only).  

4) Proposed Kitchen Floor Plan showing type and location of proposed cabinetry, 
countertops, appliances, plumbing fixtures, etc. Include a construction legend identifying 
and describing new work and clearly showing all existing and proposed conditions. 

5) Exterior Windows or Glass Exterior Doors Added and/or Replaced as part of the 
remodeling project shall be clearly identified on the plans, including the type of window 
operation, the fenestration U-Factor and Solar Heat Gain Coefficient (SHGC) and must be 
accompanied by a CF1R-Alt-01-E energy form . [California Energy Efficiency Code 
(CEEC) Sec.116]  

6) Water-Conserving Plumbing Fixtures must be provided for homes built and available for 
use or occupancy on or before January 1, 1994. This applies to all noncompliant plumbing 
fixtures within the home regardless of the area being remodeled. [California Civil Code 
Sections 1101.1-1101.8] 

 If existing toilets use more than 1.6 gallons of water per flush, they must be replaced 
with toilets having not more than 1.28 gallons per flush.   

 If existing showerheads use more than 2.5 gallons of water per minute, they must 
be replaced with showerheads having not more than 2.0 gallons per minute 
maximum flow. 

 If existing lavatory faucets use more than 2.2 gallons of water per minute, they must 
be replaced with lavatory faucets having not more than 1.5 gallons per minute 
maximum flow. 

 If existing kitchen faucets use more than 2.2 gallons of water per minute, they must 
be replaced with kitchen faucets having not more than 1.8 gallons per minute 
maximum flow.  
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7) Construction details for any new/reframed interior walls, interior/exterior openings, etc.  

8) Interior Elevations of the kitchen cabinets are helpful but not usually required. 

9) Electrical Plan (may be combined with the floor plan) showing compliance with the 
following requirements:   

A. Show and specify receptacle outlets at each kitchen counter space wider than 12”, 
located so that no point along the counter wall is more than 24” from a receptacle per 
California Electrical Code (CEC) Art.210-52 (C) 1;    

B. Show and specify at least one receptacle outlet at each island or peninsular counter 
space with a long dimension of 24” or greater and a short dimension of 12” or greater 
per CEC Art.210-52(C)(2) & (3); 

C. Show and specify all electrical outlets serving kitchen countertops shall be GFCI 
protected (CEC Arc.210-8(A)6;     

D. Specify at least two separate 20-amp circuits for small kitchen appliances. Note: 
kitchen appliance circuits are limited to supplying wall and counter space outlets only. 
[CEC Art.210-52(B)].  

E. Lighting and Lighting Controls must be shown and must comply with the following CA 
Energy Code requirements:    

 At least half the installed wattage of luminaries in kitchens shall be high efficacy 
(i.e., LED, fluorescent). [California Energy Efficiency Code (CEEC) 150(k)8]; 
[see exceptions in the code]; 

 High-efficacy lighting (i.e., LED, fluorescent) must be switched separately from 
low-efficacy lighting (incandescent, halogen, etc.). Clearly show and identify 
switch types and locations on the plans [CEEC 150(k) 7].    

 Recessed luminaries in insulated ceilings shall be rated for zero-clearance 
insulation cover (IC), and shall include a label certifying air-tight (AT) 
designation;  

 Ballasts for high-efficacy lamps rated 13 watts or greater shall be electronic 
and have an output frequency no less than 20 kHz;  

 Permanently installed lighting internal to cabinets shall use no more than 20 
watts of power per lineal foot of illuminated cabinet. 

 All lighting controls, fixture types, wattages and efficacy must be clearly 
indicated on the plans.    

10) Smoke Alarms: Show location of all smoke alarms throughout the home. Building permits 
for alterations with a permit valuation exceeding $1,000 require installation of smoke 
alarms in the following locations:  

(a) in each sleeping room, and 

(b) at a point centrally located in the corridor or area giving access to each separate 
sleeping area, and 

(c) on each additional story and in the basement (if any).  

Smoke alarms should receive their primary power from the building wiring, should have a 
battery backup and should be interconnected so that activation of one alarm activates all 
of the smoke alarms (for exceptions see code). Specify the location of all smoke alarms on 
the plans. [CBC 907.2.11 and CRC R314]    
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11) Carbon Monoxide Alarms: Show location of all carbon monoxide alarms throughout the 
home. Building permits for alterations with a permit valuation exceeding $1,000 require 
installation of carbon monoxide alarms when the existing dwelling or sleeping unit has an 
attached garage or a fuel-burning appliance.  Carbon monoxide alarms are required in the 
following locations:  

(a) outside of each separate dwelling unit sleeping area in the immediate vicinity of the 
bedroom(s), and  

(b) on each level of a dwelling unit including basements. Carbon monoxide alarms 
should receive their primary power from the building wiring and should be interconnected 
so that activation of one alarm activates all of the carbon monoxide alarms (for 
exceptions see code). Specify the location of all carbon monoxide alarms on the plans. 
[CBC 907.2.11 and CRC R315] 

12) Required Public Improvements: When the cumulative valuation of work for all permits 
for a property is $40,000 or more within any 24-month period of time, Chapter 12.14 of the 
Sonoma Municipal Code requires the construction of curb, gutter, sidewalk, storm drains 
and other necessary drainage facilities or any other public improvements required for the 
street frontage of your property, along with any needed right-of-way and/or easement 
dedications to the public. The construction of vehicle parking lots and any other 
improvement to buildings or real estate shall constitute an improvement for which a 
building permit shall be required. If some public improvements already exist but do not 
meet existing city standards and are considered by the city engineer to be a hazard to 
health and safety of the general public, these improvements shall be reconstructed to 
existing city standards. Engineered plans prepared by a registered civil engineer showing 
the required improvements may be required if determined necessary by the city engineer. 
No occupancy permit for any building shall be approved or issued unless the required 
public improvements have been installed and accepted by the city engineer. Projects 
consisting solely of residential reroofing, accessibility improvements and solar energy 
installations are exempt from triggering the requirement of public improvements.  For a 
determination of necessary public improvements, please contact the Public Works 
Inspector at (707) 938-3681. 

13) Fire Sprinklers Required: An automatic fire sprinkler system is required for existing 
residential buildings upon a remodel or addition except when both of the following 
conditions occur:   

a. The addition of floor area to a building results in a total floor area for the building of 
less than 4,000 square feet or the addition is less than ten percent of the existing floor 
area of the building; and  

b. The cumulative total building permit valuation for all building permits issued for the 
subject building within any 36-month period, as determined by the Building Official, is 
equal to or less than $100,000. (CFC 903.2) 

When required, fire sprinkler plans and calculations may be submitted under a separate 
permit application. Three (3) sets of fire sprinkler plans, two sets of calculations, and two 
sets of cut sheets for the fire sprinkler heads should be submitted with your application for 
a fire sprinkler permit.  
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